










Automotive Seals

series S

series U

series UH-UHH

series UWP

series T1-T2-T3

Characteristics:
Single Mechanical Seal
Double Directional

Limit of applications:
Pressure p = 4 bar
Speed v = 12 m/s
Temperature t = -35 +200°C

Caratteristiche:
Tenuta singola
Senso di rotazione indipendente

Limiti operativi:
Pressione p = 4 bar
Velocità v = 12 m/s
Temperatura t = -35 +200°C
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series FA

series FR

Characteristics:
Single Mechanical Seal
Double Directional

Limit of applications:
Pressure p = 6 bar
Speed v = 8 m/s
Temperature t = -30 +200°C

Caratteristiche:
Tenuta singola
Senso di rotazione indipendente

Limiti operativi:
Pressione p = 6 bar
Velocità v = 8 m/s
Temperatura t = -30 +200°C

Household Seals

Characteristics:
Single Mechanical Seal
Double Directional

Limit of applications:
Pressure p = 6 bar
Speed v = 8 m/s
Temperature t = -30 +200°C

Caratteristiche:
Tenuta singola
Senso di rotazione indipendente

Limiti operativi:
Pressione p = 6 bar
Velocità v = 8 m/s
Temperatura t = -30 +200°C



QUESTIONARIO INTERATTIVO

PER LA SCELTA DELLA TENUTA MECCANICA IN FUNZIONE DELL’APPLICAZIONE

Denominazione Ditta richiedente 

Tipo di macchina ( pompa di circolazione, miscelatore, ecc. )

Prodotto standard		  Innovativo			   Si richiede riservatezza

Fabbricante e denominazione del tipo

Pressione nel vano tenuta			   lato aspirazione		  lato mandata

Numero di giri dell’albero

Senso di rotazione visto dal lato motore

Fluido

 composizione

 percentuale corpi solidi

 pericolosità ( esplosivo, tossico, ecc. )

Campo di temperatura

Rispondenza ad eventuali standardizzazioni

Diametro dell’albero

Diametro della camera di tenuta

Profondità della camera di tenuta

Ulteriori informazioni ( funzionamento costante, intermittente, a secco, salti di pressione, vibrazioni )

Caratteristiche risultanti dall’analisi dettagliata dei disegni del macchinario ( girante, voluta, ecc. )

E’ già definito un capitolato di prova?	 si		  no

Caratteristiche del capitolato

Obbiettivi di qualità attesi ( durata, incidenza scarti, ecc. )

Tipo di tenuta ritenuta idonea ( serie M.T.U. )

Quantità totale			   Quantità singola spedizione

Richiesta di imballo specifiche

Per la soluzione dei Vostri problemi particolari, potete usufruire dell’esperienza dei nostri tecnici

specializzati contattando allo 0743/279.215 il Servizio Assistenza Tecnica.



INTERACTIVE QUESTIONNARIE FOR USE IN

SELECTING MECHANICAL SEALS BASED ON APPLICATION REQUIREMENTS

Company name

Type of machinery ( circulating pump, mixer, etc. )

Standard product		  Innovative product		  Confidentiality requested

Manufacturer and type name

Pressure in seal area			   Suction side			   Delivery side

Number of shaft revolutions

Rotational direction as viewed from motor side

Fluid

 composition

 percentage of solid particles

 hazard level ( explosive, toxic, etc. )

Temperature range

Conformity to any applicable standards

Shaft diameter

Seal chamber diameter

Seal chamber depth

Additional information ( continuous, intermittent, or dry operation, drops in pressure, vibration )

Features noted through detailed analisys of machine drawings ( impeller, volute, etc. )

Have testing specifications already been defined?	 yes		  no

Specification characteristics

Expected quality objective ( duration, loss impact, etc. )

Suitable seal type ( M.T.U. series )

Total amount			   Amount per shipment

Special pachaging requirements

For the solution to your special needs, you can rely on the experience of our techinal specialists.

Please contact our Technical Service Department at the following number: 0743/279.215




